SIDEWALK FLARE AT OBSTRUCTION

NO SCALE

SIDEWALKS AND DRIVEWAYS SHALL BE SCORED INTO FLAGS, AS SHOWN. SCORE TO DEPTH OF 1/4".
(SEE DETAIL ST-17)

SCORE PARALLEL TO CURB AT CENTER OF SIDEWALK IF WIDTH IS 8' OR GREATER.
(SEE DETAIL ST-17)

WEAKENED PLANE JOINT AT 10" (MAX.) INTERVALS.
(SEE DETAIL ST-17)

CURB, GUTTER & SIDEWALK

NO SCALE

RESIDENTIAL 4"-6"
COMMERCIAL 9"-6"

SCORE MARK IF S/W ≥ 8'-0"

SCORE MARK

P.C.C.

SECTION A-A

NO SCALE

NOTES:

1. EXPANSION JOINTS SHALL BE INSTALLED AT CURB RETURNS AND MAJOR STRUCTURES.

2. TOLERANCE OF THE VERTICAL DIMENSION AT FACE OF CURB AND LIP OF GUTTER SHALL BE 1/4" MAX.

3. 18" WIDE BAND OF PAVEMENT SHALL BE REMOVED AND REPLACED. SEE NOTE 5 OF GENERAL NOTES (APPENDIX) FOR REQUIREMENTS.

MONOLITHIC CURB, GUTTER AND SIDEWALK

ST-12

CITY OF SANTA CLARA

OCTOBER 2013

DRAWN BY: K. TRAN
CHECKED BY: F. AMIN
APPROVED BY: G. GOMEZ

PAGE: 12