DISTANCE BETWEEN GATE POSTS IS GATE LENGTH SHOWN ON PLANS

LENGTH OF GATE LEAF

FITTINGS

GATE FRAME

POST TOP

GATE POST

HINGE

FENCE

REPEAT
OPPOSITE
SIDE

CHAIN LINK
FABRIC

STRETCHER
BAR

SAME AS
FENCE
HEIGHT

LATCH

INTERMEDIATE
MEMBER

TRUSS
RODS

TRUSS
TIGHTENERS

FASTENER

SURFACE OF ROADWAY

12"

10’8"

10’8"

3’
(TYP.)

8’0"
(TYP.)

3"

HANG ELEVATION VIEW
NO SCALE

EXTENSION POST AND
BARBED WIRE DETAIL
NO SCALE

NOTES:

1. ALL FOOTINGS SHALL BE CLASS "A" OR "B" CONCRETE.

2. EXTENSION POST AND BARBED WIRE SHALL BE INSTALLED ONLY WHEN SHOWN ON THE PLANS AND/OR WHEN CALLED FOR IN THE SPECIAL PROVISIONS.

3. CHAIN LINK FABRIC WIRE SHALL BE 11-GAUGE MINIMUM. SEE DETAIL MI-1 FOR PLASTIC COATED STEEL MESH AND STAINED REDWOOD SLATS, IF SPECIFIED.